
Ficha Técnica

WATER-BASED
INTERIOR AND MATT
JAFEP STILO

Descripción  

Water-based acrylic emulsion paint with excellent quality, specially developed to obtain different colour shade finishes for
all kind of decoration, restoration and maintain in interior uses, needing a good washability and resistance to rubbing.

Datos técnicos  

Datos de identificación del producto

Color Check colour chart

Aspecto Matt

Naturaleza Acrylic

Peso específico 1.60 + 0,05 gr./ cm 3

Datos de aplicación del producto

Rendimiento From 8 to 10 m2/litre and coat

Diluyente Water

http://www.jafep.com/
https://www.jafep.com/wp-content/uploads/2016/02/stilo-cubeta.jpg


Repintado From 6 - 8 hours

Secado 30 minutes

Dónde aplicarlo  

Brush, roller and spray (adjust viscosity).

Modo de empleo  

It can be apply by brush, roller or spray. On interior gypsum, cement, prefabricated, wood and duly prepared metal
surfaces. Every support will be clean, dry and free from grease and saltpetre.
On non painted surface, apply directly but thinning down the first coat 10-15% with water.
On high absorbent surface, prime previously.
On painted surfaces in good conditions, apply directly, but in bad conditions, remove the paint and proceed like a non
painted surface.
- Do not apply at temperatures below 5 ºC.
- Do not expose the packaging to extreme temperatures.

Formatos  

Metallic packaging: 0,75, 4 and 15 litres.
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